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ACLA Guide Shoe, type HSMKK
« installation height 95,5 mm (with insert 98,5 mm)
« undamped and damped guide shoe inserts for rail widths of 9 and 16 mm
« rail lubricator AK 2 is appropriate
The of the ACLA guide shoe, type HSMKK ‘\

« functional design
+ low welght by use of light metal alloy base

« excellent stability and durability

« minimum space occupied

+ easy to maintain in combination with ACLA guide shoe

inserts and ACLA rall lubricator AK 2
=y

Appropriate guide shoe inserts (with collar) for ACLA guide shoe HSMKK
- undamped -

for guide shoc inserts “with collar”

95,5

Y
10

ACLATHAN KH black

ACLASYN MWG 10 sw

* ACLA guide shoe HSMKK is especially designed

Appropriate guide shoe inserts (with collar) for ACLA guide shoe HSMKK
- damped -

AUTAN AUTAN

ACLATHAN KH red ACLATHAN KH grey

ACLASYN MWG 10 sw ACLASYN MWG 10 sw.

type.
FSU KGG

o
FSU KGC

e
FSU KGGC

ACLATHAN KH grey
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Appropriate ACLA rail lubricator for guide shoe HSMKK

{for detailed information on ACLA rail lubricalors, please see page 29)

Rall lubricator AK 2
art. no. 90 323.05

| undamped guide shoe

Damped guide shoe

type FSU K type FSU KGG
N9 79,
9 927
|4 ﬁ
[Ie} & [t} )
) | 2|
0 ol
8o S
* ACLATHAN KH black (1) | ACLATHAN KN red
i} o ja}
2@:/ ACLASYN MWG 10 sw (2) ] ACLASYN MWG 10 sw
rall width artlcle ) rall width article
e N no. P N no.
N ‘{i 9mm 200356 (1) a 30‘ L 9mm 200 356.03
*70'5 i . omm 200 356,04 (2) & 16 mm 200 357.03
( 16 mm 200357 (1) ~
16 mm 200357.04 (2),
Damped guide shoe Damped guide shoe
type FSU KGGC type FSU KGC
Ay
o7 }%@,T f
10| D L >
Ed 10|
g» AUTAN 29
@ ACLATHAN KH grey AUTAN
%&fb ACLASYN MWG 10 sw ACLATHAN KH grey
N rail width article (& | > rail width article
N no. g N no.
& Vef/ 9 mm 20035602 N3 - L“ 9mm 200 356,01
05 16 mm 200 357.02 \‘\5_(’ 16 mm 200 357,01

*Characteristics and description of ACI A materials, plcase see poge 1
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ACLA Guide Shoe, type HSMK

« installation height 100 mm
« undamped and damped guide shoe inserts for rail widths of 5 - 10 mm
« rail lubricators AK 2 and AK 4 are appropriate

-

00

-

art. no. 380 798

U-profile type

ype
FSU convex

The

of the ACLA guide shoe, type HSMK

« functional design

+ low welght by use of light metal alloy base

« excellent stability and durability

« minimum space occupied

+ can be used in a variable way in combination with
ACLA guide shoe Inserts for different rail widths

+ easy to maintain in combination with ACLA guide shoe
inserts and ACLA ral lubricators

Appropriate guide shoe inserts for ACLA guide shoe HSMK

- undamped -

hinged types

Appropriate ACLA rail lubricators for guide shoe HSMK

{for detailed information on ACLA rail lubricalors, please see page 29)

Rall lubricator AK 2
art. no. 90 323

Mounting instructions:

between lubiicator and uide
s distance pite shoud
be used.

L guice shae HSMIK,
10 urited with lubricator AK 2
AN domped guide shoe inser,
Wpe FSUGG (ACLATHAN KH red/
ACLASYN MWG 10 sw)

220\
- | @]

Rail lubricator AK 4
art. no. 90 337.01

Mounting instructians:
To compensate the oerlap

ACLA gide shoe HSMK,
motntect with lubiicator AK 4

anc undampad guids shoo insert,
Wype FSU cunvex {ACLATHAN;

e
FSF plain

NSSNGF/FAN

Nl

e
FSF with grooves

Appropriate guide shoe inserts for ACLA guide shoe HSMK

- damped -

Complete guide shoe HSMKG

with guide shoe insert, type FSFG

Complete guide shoe HSMKGG
with guide shoe insert, type FSUGG

Damped guide shoe HSMKG
with cellular layer of AUTAN combined
with insert of AC ASYN MWG 10 s

With excellent nolse- and vibration
ries.

Damped guide shos HSMKGG
with conbined insert of ACLATHAN KH red
and ACI ASYN MVIG 10 sw.

With excellent nolse- and vibration dam-

damping prope ping propertes
Patent
Protecteq
rail width article rail width article
N no. N no.
5mm 38081905 5mm 380810.06
9mm 380 820.05 9 mm 380 820.068

H
3

B
H
2

U-profile type

Patent
Protecteq

type
FSUGG

\
ANy

——
ACLASYN MWG 10 sw

hinged type

type.

FSFG

article numbers for HSMK guide shoe inserts
Insert material* for rail width N
type Smm | 6mm | 8mm | 9mm | 10 mm
FSU convex ACLATHAN 200 011 200 020
FSF plain ACLATHAN 200180 | 200255 | 200237 | 200 181
° ACLASYN MWG 10 sw_|200 286.04| 200 290,04 | 200 307.04)
FoF ACLATHAN
with grooves | ACLAMID 200 245 200 247
ACLASYN GR 200 246 200 248
g Fsie ACLASTN MWG L0'SW. |25 566,05 20020005  —
g with cellular layer
ACLASYN MWG 10 sw
S FSUGG X .06 —
i with ACLATHAN KH luyer P EERE

*Characteristics and description of ACI A materials, picase sc poge 1
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ACLA Guide Shoe, type HSMKW

« installation height 100 mm
« undamped and damped guide shoe inserts for rail widths of 8 - 16 mm
« rail lubricators AK 2 and AK 4 are appropriate

v

Y The

P b;% Zs A
S 3

Appropriate ACLA rail lubricators for guide shoe HSMKW

{for detailed information on ACLA rail lubricalors, please see page 29)

of the ACLA guide shoe, type HSMKW | ‘

4 « functional design
+ low welght by use of light metal alloy base
« excellent stability and durability
« minimum space occupied
+ can be used in a variable way in combination with
ACLA guide shoe Inserts for different rail widths

Rail lubricator AK 2
art. no. 90 323.05

Rail lubricator AK 4
art. no. 90 337

i = * easy to maintain In combination with ACLA guide shoe
—_ inserts and ACLA rail lubricators
[=3
L) ACLA guice shor HSMKW, ACLA guice shoe HSMKW.
! 6o ouried wih iaior Nk 2 ountad i praionk 4
= v S and damped guide shoc insert. and damped guide shoc insort,
i pe FRUGS (VOLATHAN K0 e/

ype FSF plain (ALTAN /
ACLAS

ACLASYN MWG 10 swi YN VWG 10 sw)

s
art. no. 380 833

Appropriate guide shoe inserts for ACLA guide shoe HSMKW
- undamped --

hinged type Complete guide shoe HSMKWG Complete gulde shoe HSMKWGG
with guide shoe insert, type FSFG with guide shoc insert, typc FSUGG
A
A
A
Damnped guide shoe HSMKWG Danped guide shoe HSMKWGG
with celllar eyer of AUTAN combineed with combined Insert of ACLATHAN KH
Wil Tnsert of ACLASYN MG 10 s e d ACLASYI MWG 10 s
With excellent noise- and vibration With axcellont noise- and vibration
damping properties. damping properties.
patent
Protected
ype
FSF plain ail width article ail width article
N no. N no.
smm 380 846.05 gmm 380 842.08
9mm 380 842.05 10 mm 380 836.08
Appropriate guide shoe inserts for ACLA guide shoe HSMKW 1L0JD) 380/836.05 LOwm 380/837.08
16 mm 380837.05
- damped -
P e;vt
protected hinged type
p
3 Q article numbers for HSMKW guide shoe inserts
z type. type
z b | FSFe insert material* for rail width N
g i B | type 9mm 10 mm 16 mm
N - 2 ‘ B FSF plain ACLASYN MWG 10 sw | 200 345,01 200 346.01 200 347.01
g H \
| :
B g FSFG AEESRITTTSEED 200 345.05 200 346,05 200 347.05
W : with cellular layer
ACLASYN MWG 10 sw
FSUGG 2 345.06 2 346.06 2 7.1
= with ACLATHAN KH layer LB e EOET

“Characteristics and description of AULA materials, planse see page 4
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ACLA Guide Shoe, type HSM

« installation height 140 mm
« undamped and damped guide shoe inserts for rail widths of 5 - 20 mm
« rail lubricators AK 2 and AK 10 are appropriate

The of the ACLA guide shoe, type HSM

+ functional design

* low welght by use of light metal alloy base

« excellent stability and durability

« minimum space occupied

« can be used in a variable way in combination with
ACLA guide shoe inserts for all rail widths

* easy to maintain in combination with ACLA guide shoe
inserts and ACLA rail lubricators

art. nos./types
ACLA guide shoe HSM

art. no. 380 001 (L = 64 mm)
2 bores for tapping screw M5

art. no. 380 810 (L = 64 mm)
2 bores for threaded screw M6

art. no. 380 487 (L = 61,5 mm)
2 bores for tapping screw M6

art, no, 380 187,01 (L = 61,5 mm)
2 bores for threaded screw M6

e inserts for ACLA guide shoe HSM
- undamped -

U-profile types hinged types

H 2 Z
! 5 /

[
! PRI

)

ype ype Hpe type. ype
FSU plain FSU convex FSF plain FSF with grooves FSF convex

Appropriate guide shoe inserts for ACLA guide shoe HSM

- damped -
patent .
ninged e
ype Type.
FSUGG FSFG

'AGLATHAN KH rot

:
H

Appropriate ACLA rail lubricators for guide shoe HSM

{for detailed information on ACLA rail lubricators, please see page 29)

Rall lubricator AK 2

art. no. 90 323
(for art. no. 380 001)

art. no. 90 323,03
(for art, no. 380 810)

ACLA guide shoe HSM,
mounted with lubricator AK 2
and damped guide shoe inserl,
type PSUGG ACI ATHANI KH red
ACLASYN MG 10 s)

Rall lubrlcator AK 10
art. no, 90 021

ACLA guide shoe HSM,

mounted with lubiicator AK 10
and undamped guide shoe inser.
type FST convex (ACI ASYN GR)

Complete guide shoe HSMG
with guide shoe insert, type FSFG

Damped guide shoe HSMG
with collular layer of AUTAN combincd
and with inser! of ACLASYN MING 10 sw.

With excellent noise- and vibration
damping properties.

rall width artlcle
N no.
9mm 380817.05
10 mm 380 809.05
14 mm 380 818.05
16 mm 380 808.05

[ Complete guide shoe HSMGG
with guide shoe insert, type FSUGG

Damped guide shoe HSMGG
with combined nscrt of ACLATHAN KH
edt and ACLASYN MWG 10 sw.

With excellent noise- and vibration
damping propertles.

patent
Protecteq

rall width artlcle
N no.
9mm 380817.06
10 mm 380 809.06
14 mm 380 818.06
16 mm 380 808.06

article numbers for HSM guide shoe inserts

insert material* for rail width N
type Smm | 6mm | 8mm | 9 mm |10 mm |12 mm |13 mm | 14 mm| 15 mm | 16 mm | 19 mm |20 mm
FSUplain | ACLATHAN 200003 200 006 200 007
FSU convex | ACLATHAN 200012 200013 200 014 200015
ACLATHAN 200 182 200 189 | 200 005 200 168 | 200 235 | 200 166
FSF plain ACLAMID 200176
P ACLASYN GR 200 230 200 260 200 321
ACLASYN MWG 10 sw 200 292,04 200 284.0¢ 200 204,04 200 285,04 200 298,04
o ACLATHAN KH 200 018
Sith grooves | ACLAMID 200225 200 206 200208
ACLASYN GR 200 228 | 200 251 200 204 200 226
FF oonvex | ACLATHAN 200288 200016
ACLASYN GR 200305 200227
ACLASYN MWG 1
g FsFG CLAs 6105w 200 305,05 200 293,05 200 205,05 200 206,05
2 with cellular layer
E ACLASYN MWG 10 sw
FSUGG 306.06(200 293, 5 1
] G with ACLATHAN KH layer 200 305,06 (200 293,06 200 295,06 200 296.06

*Characteristics and description of ACI A materials, picase sc poge 1
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ACLA Guide Shoe, type HSMN (for easy mounting) ACLA Guide Shoe, type HSM half

 installation height 120 mm and 140 mm
o for rail widths of 5- 19 mm

« installation height 140 mm
« guide shoe inserts for rail widths of 5 - 16 mm
« rail lubricators AK 2 and AK 10 are appropriate

The of the ACLA guide shoe, type HSMN

\(The of the ACLA guide shoe, type/half

« Installation height 140 mm

« space-saving construction for narrow mounting situations
« low weight by use of light metal alloy base

« excellent stability and durability

+ functional design
* low welght by use of light metal alloy base
- « excellent stability and durability
g for ea, « sizes as per standard type HSM, however designed for the
unt] assembly of the ACLA guide shoe inserts FSFN for easy mounting.
« inserts can be replaced without dismantling the guide shoe
+ the symmetrical design of the insert allows an easy mounting and
M5 el tapping srew dismounting and saves adjustment work when replacing it
* minimum space accupied
« can be used in a variable way in combination with AGLA
guide shoe inserts for all rail widths
« easy to maintain in combination with ACLA guide shoe
inserts and ACLA rail lubricators

holder

Appropriate guide shoe insert
for ACLA gulde shoe HSMN
- undamped -

hinged type

-
art. no. 380 796

Appropriate guide shoe inserts,
(complete with holder/tapping screws)

type FSF (hinged/undamped)
scc table

art. no. 380 806

art. no. 380 796.01
(without holder/tapping screws)

article numbers for HSMN guide shoe inserts article numbers for HSM/half guide shoe inserts
insert material* for rail width N insert material*
type Smm | 8mm | 9mm | 10mm | 14mm | 16 mm type
-§ FS*N witn grooves | ACLATHAN KH 200 018 01 -§ FSF plain ACLATHAN KH 200 433
FS*N wit1 greoves | ACLAMID 200 176.01] 200 225,01 200 206.01 | 200 208,01 FSF with grooves| ACLAMID 200 434
-E FS*N wit1 greoves | ACLASYN GR 200 230,01} 200 228,01 | 200 251,01 | 200 204.01 (200 226,01 -E FSF with grooves| ACLASYN GR 200 269
5 FS7N plain ACLASYN MWG 10 sw FSF plain ACLASYN MWG 10 sw 200 301.04

*Characteristics and deseription of ACLA materials, please see page 4 *Characteristics and description of ACLA materials, please se page 4.

ppropriate ACLA rail i for guide shoe HSMN
(o detailed information on ACLA rail lubricators, p\esi see page 29] Guide shoe HSM/half of ACLASYN GR

Rail lubricator AK 2
art, no, 90 323

Rail lubricator AK 10
art, no, 90 021

« installation height 120 mm

« completely made of ACLASYN GR

« can be used for rail widths up to 16 mm
without any additional insert

ACLA guide show HSMI,

mounted with lubricator 4K 2

anc undamped guide shoo insrt,

type FSF with grooves (ACLATHAN KH)

ACLA gt show HSMI,

mounted with lubricator AK 10
anct undamped guide shoo insor-,
type FSF wilh grooves (ACLAMID)

art. no. 200 250

Create PDF files without this message by purchasing novaPDF printer (http://www.novapdf.com)



http://www.novapdf.com
http://www.novapdf.com

ACLA Guide Shoe, type SHS (Elastic Guide Shoe)
« installation height 170 mm

« guide shoe inserts for rail widths of 5 - 20 mm

« rail lubricators AK 2 and AK 5 are appropriate

The of the ACLA guide shoe, type SHS

+ functional design

+ low welght by use of light metal alloy base

« excellent stability and durability

« Compact guide shoe with excellent properties
as to shock absorption

+ Rall Joints and misalignments are absorbed by the
high elasticity of the entire construction

+ ACLA guide shoe Inserts are embedded in a highly elastic
cellular or homogeneous intermediate layer

« the assembly of the insert and cushion is possible without
using a tool

« can he used in a variable way in combination with
ACLA guide shoc inscrts for all rail widths

+ casy to maintain in combination with ACLA guide shoe
inserts and ACLA rail lubricators

Rail lubricator AK 2
art. no. 90 323

ACLA guide 5102 SHS,

mounted with I bricator AK 2,
elastic cushion/homcgeneous
and guide shoc inscr.

type TSI with grooves (ACLAMID)

art. no. 380 812

o)
AR |
=/

Appropriate ACLA rail lubricators for guide shoe SHS

{for detailed information on ACLA rail lubricalors, please see page 29)

Rail lubricator AK 5
art, no. 90 314

ACLA gids shoe SHS,
mounted with lubricator AK 5.
elastic cushion/cellular

and guice shoe inserl,

type TST convex (ACLASYN GR)

Complete guide shoe SHS
with elastic cushion/homogeneous.

Complete

elastic guide shoe

art. no, 380 795

(= guide shoe

+ elastic cushion/homegeneous)

Appropriate guide shoe inserts for ACLA guide shoe SHS
- undamped -

highly elastic
cushion homogeneous
art. no., 196 673.N

U-profile types hinged types

" Complete guide shoe SHS
with elastic cushion/cellular

Complete

elastic guide shoe
art. no, 380 787

(= guide shoe

+ elastic cushion /eellular)

highly elastic
cushion eellular
art. no. 310 196

H article numbers for SHS guide shoe inserts
H insert materlal* for rail width N
; type Smm | 6mm | 8mm | 9 mm |10 mm |12 mm |13 mm | 14 mm | 15 mm | 16 mm | 19 mm |20 mm
H FSU plain ACLATHAN 200 003 200 006 | 200 007
FSU convex ACLATHAN 200 012 200013 200 014 200 015
ACLATHAN 200 182 200 169 200 168 | 200 235 | 200 166
FSF plain ACLAMID 200176
H ACLASYN GR 200 230 200 005 200 260 200 321
ACLASYN MWG 10 sw 200 292,04{200 284.0¢ | 200 294.04| 200 285,04 200 298,04
ACLATHAN KH 200018
H with grooves ACLAMID 200225 200 208 200 208
CLASYN GR 200 228 | 200 251 200 204 200 226
e e e _oee e ACLATHAN 200 288 200 016
FSU plain FSU convex FSF plain FSF with grooves FSF convex FSF convex ACLASYN GR 200 305 200 227
“Characteristics and descrption of ACUA material, please see pags 4
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ACLA Guide Shoe, type HSML and HSMLS

« installation height
« guide shoe inserts for rail widths of 14 - 29 mm
« rail lubricators AK 2 and AK 10 are appropriate

The of the ACLA guide shoe, type HSML

o - Ny &
2 + functional design
~ * low welght by use of light metal alloy base

« excellent stability and durability

« minimum space occupied

+ can be used in a variable way in combination with
ACLA guide shoe inserts for rail widths from 14 to 29 mm

+ easy to maintaln In combination with ACLA guide shoe
inserts and ACLA rail lubricators

)
<
o

»

R

type HSML
art. no. 380 159

12,5

180
128

Rall lubricator
art, no,

Appropriate ACLA rail lubricators for guide shoe HSML

(for detalled Information on ACLA rail lubricators. please se page 25)

Rail lubricator AK 2 Rail lubricator AK 10
art. no. 90 021

art, no, 90 323

ACLA guite shoe HSML,
mounted with lubricator AK 10
and undamped guide shos insert,
lype FSF wih grooves

(ACI ASYN GR).

ACLA gl shios HSML,
mounted with lubricato AK 2

and undampod guide shoe nsort
pe FSF wilh groove

(ACI AMID)

)
o— \)J

Appropriate ACLA rall lubricator for gulde shoe HSMLS

s {fo dezalled nformation an ACI A ral Libricatars, pleose sce poge 79)
»
-
!
i
N
&
% —_
L] Rail lubricator AK 2
art. no. 90 323.03
- ACLA guide shoe HSMLS,
mauntectwith Lvicstor AK 2
and undamped guide shoe msert,
type HSMLS b6 FSF with gro0v0s
art. no. 380 834
Special design for high load lifts
with improved breaking force
in comparison to type HSML.
Breaking force: 240 kN
Appropriate guide shoe inserts for ACLA guide shoe HSML and HSMLS
- undamped -
hinged types
e e
FSF plain FSF with grooves
article numbers for HSML and HSMLS guide shoe insert
insert material* for rail width N
type 14mm | 16 mm | 19 mm | 24 mm | 29 mm
ACLATHAN KH 200198 | 200 171
'§. FSF plain ACLAMID 200 195 ~ 200 242
E ACLASYN GR 200 238 200 267 200 263
S ACLASYN MWG 10 sw 200 297.04 | 200 299.04
H ACLAMID 200 207
wilh grooves | ACLASYN GR 200229 | 200 266

“Characteristics and description of ACLA malerials, please se page 4.
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ACLA Guide Shoe, type HSMXL
« installation height 355 mm

« guide shoe inserts for rail widths o0 14 - 29 mm
« rail lubricators AK 2 and AK 10 are appropriate

ra))
— ] \))

The of the ACLA guide shoe, type HSMXL J Appropriate ACLA rail lubricators for guide shoe HSMXL
« special des‘gn for h‘gh load and rucksack lifts X {fo” detailed information on ACLA rall lubricalors, please see page 29)
« low welght by use of ight metal alloy base

« excellent stability and durability
« minimum space occupied
+ can be used in a variable way in combination with ACLA guide
shoe inserts for rail widths from 14 to 29 mm
+ easy to maintain in combination with
ACLA guide shoe inserts and ACLA rail
lubricators

Rail lubricator AK 2 Rail lubricator AK 10
art, no, 90 323

art. no. 90 021

art. no. 380 799

ACLA guide shios HSMXL,
mounted with lubricator Ak 2
end undamped guide shoe insert,
ype FSF with grooves

(ACLATHAN KH)

ACLA gide siios HSMXL,
motnted wit lubricator AK 10
and undamped guide shoe insert
type FSF with grooves

(ACLASYN GR).

Appropriate guide shoe inserts for ACLA guide shoe HSMXL
- undamped -

hinged typos

article numbers for HSMXL guide shoe inserts
HSMXL needs two guide shoe inserts each
insert material* for rail width N
type 14mm | 46 mm | 19 mm | 24 mm | 29 mm
ACLATHAN KH
% rorplan [ACCAM D)
E ACLASYN GR 200 263.01
S ACLASYN MWG 10 sw. 200 300,04,
H ACLAMID
with grooves | ACLASYN GR 200 229.01
“Charactelstos and description of ACLA alerals, plese see page &

tipe e
FSF plain FSF with grooves
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ACLA Angled Guide Shoe, type WSMK

« installation height 100 mm
« undamped and damped guide shoe inserts for rail widths of 5 - 10 mm
« rail lubricators AK 2, AK 4, AK 5 and AK 10 are appropriate

"The of the ACLA guide shoe, type WSMK ) | Appropriate ACLA rail lubricators for guide shoe WSMK

{for detailed information on ACLA rail lubricalors, please see page 29)

+ functional design
+ low welght by use of ight metal alloy base
« excellent stability and durability
« minimum space ocoupied
+ can be used in a variable way in combination with o

ACLA guide shoe inserts for different rail widths P :;" "“:’"s?':z' 3““ 2
+ easy to maintaln In combination with ACLA guide shoe e

inserts and ACLA rail lubricators

Rall lubricator AK 4
art. no. 90 337.01

art. no. 380 208
(L=615mm)

art. no. 380 002
(L =64 mm)
ACI A guide shoc VISWK.
mounted with lubicator AK 2
and damped guide shoe insert
type FSLGG (ACLATHAN KH recl/
7 ACLASYN MWG 10 5w

ST —
mounied wh luorearor 4K 4

and unndemped guide shae sert,
type FSU convex (ACLATHA

*alternatively with 90 mm side of angle:
art. no. 380 002.02

Appropriate guide shoe inserts for ACLA guide shoe WSMK
- undamped -

U-profile type hinged types

H Z Rall lubricator AK 5 Rall lubricator AK 10

H Z art. no, 90 314 art. no. 90 021
=
=
=
4 >

ype type type /
FSU convex FSF plain FSF with grooves ACIA guide shoc WSMK, ACI A gide shoc WSMK,

and undamped guide shoe insert,
14p FSF with grooves (ACLAMID)

and undamped guide shos insert,
1w FSF plain (ACLATHAN)

Appropriate guide shoe inserts for ACLA guide shoe WSMK
- damped -

patent
U-profile type protecteq

type

FSUGG

hinged type
article numbers for WSMK guide shoe inserts

Insert material* for rail width N
it type Smm | 6mm | 8mm | 9mm | 10 mm
FSU convex | ACLATHAN 200 011 200 020
rorpam | ACLATHAN 200180 | 200255 | 200237 | 200 181
° ACLASYN MWG 10 sw_|200 286,04/ 200 290,04 200 307.04
or ACLATHAN
with grooves | ACLAMID 200 245 200 247
ACLASYN GR 200 246 200 248
g Fsre ACLASTN MWG 10 sW |5 5g 05 20020105 —
3
£
s
s

Q

\
ANy

B
H
2

——
ACLASYN MWG 10 sw

N

with cellular layer
ACLASYN MWG 10 sw
FSUGG i ‘ —
with ACLATHAN KH layer_|2>° 289:9° 200291.06

*Characteristics and description of ACI A materials, picase sc poge 1
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ACLA Angled Guide Shoe, type WSMKN (for easy mounting)

« installation height 100 mm
« undamped guide shoe inserts for rail widths of 5 - 9 mm
« rail lubricators AK 2, AK 4, AK 5 and AK 10 are appropriate

The of the ACLA guide shoe, type WSMKN ) | Appropriate ACLA rail lubricators for guide shoe WSMKN

{for delalled information un ACLA rall lubricalors, please sew page 29)
+ functional design

+ low weight by use of light metal alloy base

« excellent stability and durability

« sizes as per standard type HSM, however designed for the
assembly of the ACLA guide shoe inserts FSFN for easy mounting.

« inserts can be replaced without dismantiing the guide shoe

+ the symmetrical design of the insert allows an easy mounting and
dismounting and saves adjustment work when replacing it

Rail lubricator AK 2
’ art. no, 90 323

Rall lubricator AK 4
art, no, 90 337.01

-y * minimum space occupied l
+ can he used in a variable way in combination with ACLA £
guide shoe inserts for different rail widths
* easy to maintain in combination with ACLA guide shoe
inserts and ACLA rail lubricators
~

ACI A guide shoc WSHMKII,
mounted with lubiicator AK 2

and undanped guide shoe insert,
type FSF vith grooves (ACLAMID)

ACLA guide shoe WSVIKN,

mountcd with lubricotor AK 1

and undaniped gide shoe insert,

type FSFN With grooves (ACLATHAN KH)

Rall lubrlcator AK 5

Rall lubricator AK 10
art. no. 90 314 1

art. no. 90 02.

art. no. 380 797
{complete with holder,/tapping screws)

ACI A guide shac WSMKN.
mounted wilh ubricator AK 5

and undamped guide shoe insert,
e FSEN with gronves (ACLASYH GR)

ACI A guide shoc WSMKI,
mounted wilh lubricator AK 10

and undamped guide shoe insert,

type FSFI with groows (ACLATHAN KH)

Appropriate guide shoe inserts for ACLA guide shoe WSMKN
- undamped -

hinged type
s article numbers for WSMKN guide shoe inserts
insert material for rail width N
Sy type 5 mm 9 mm
A E‘ FSFN ACLATHAN KH 200 237.01
E with grooves ACLAMID 200 245.01 200 247.01
ACLASYN GR 200 246.01 20024801

*Characteristics and desciiption of ACLA materials, please see page 4.

oo
FSFN with grooves
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ACLA Angled Guide Shoe, type WSMKW

« installation height 100 mm
« undamped guide shoe inserts for rail widths from 5 to 16 mm

=Dy

LThe advantages of the ACLA guide shoe, type WSMKW

g N
B

« functional design

« low weight by use of light metal alloy base

* excellent stability and durability

* minimum space occupied

*» can he uscd in a variable way in combination with
ACLA guide shoe inserts for different rail widths

* easy to maintain in combination with ACLA guide
shne inserts

art. no. 380 821

Appropriate guide shoe insert for ACLA guide shoe WSMKW
- undamped -

U-profile type hinged types
type ype e
FSU convex FSF plain FSF convex
article numbers for WSMKW guide shoe inserts

Insert material * for rail width N

type Smm | 6mm | 8mm | 9mm | 10 mm | 14 mm | 16 mm
FSU convex ACLATHAN KH 200 125
FSF plain ACLASYN MWG 10 sw 200 308.04 200 309.04|
FSF convex ACLATHAN KH 200212 | 200211 | 200233 | 200210 | 200 236 | 200 209

+Characteristios and deseription of ACLA maferials, please ser page 4

Complete guide shoe WSMKW
with gulde shoe Insert, type FSF plaln

rail width article
N

330840
380 841

10 mm
16 mm

ACLA Rail Lubricators overview

Rail Lubricator AK 2
for rail widths up to 30 mm
* max. filling level = 80 m|

W
N  welght approx. 100 g

Advantages of the
ACLA rall lubricators
art. no. 90 323
(or rall widths up 10 16 mr fxation with tapping scrow @5 x 16 min)
art. no. 90 323.03
(for ral widths up 10 16 mi fxation MG x 10 i
art, no, 90 323.05
(for ail widths up 10 16 mr fvalion M5 x 16 mm}

0

* all-purpose usable for all
popular rail widths by
selfadjusting felt jaws

o constant feed of lubricant

PPN screw 05 X 16 mm)

Recommended
lubricants:
Gear or machine oil.
Kinematical viscosity
60 - 80 mm”/s, 40°C
corresponding to

1SO VG 63
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ACLA Angled Guide Shoe, type WSM

« installation height 143 mm

« undamped and damped guide shoe inserts for rail widths of 5 - 20 mm
« rail lubricators AK 2, AK 5 and AK 10 are appropriate

| Type WSM / special design for limited space

¢ art. no. 380 695 @
$/
Appropriate ACLA rail lubricators for guide shoe WSM
{for delailed information on ACLA rail lubricalors, please see page 29)
Rall lubricator AK 2 Rall lubricator AK 10
art. no. 90 323 Rail lubricator AK 5 art. no. 90 021
art. no. 90 314

Appropriate guide shoe inserts for ACLA guide shoe WSM
- undamped -

The of the ACLA guide shoe, type WSM

« functional design

+ low welght by use of light metal alloy base

« excellent stability and durability

« minimum space occupied

+ can be used in a variable way in combination with
ACLA guide shoe Inserts for all rail widths

+ easy to maintain in combination with ACLA guide shoe

inserts and AGLA rail lubricators

e I

art. no. 380 679

U-profile types hinged types

ACLA guide shoe WSM,
mounted with lubricator AK 2

a0 undanped guide siios insert,
type FSU plain (ACLATHAN)

ACLA guide stiow VISM,
mounted with lubricator AK 10

anct undampad guide shoo insort,
1yoe FSF wilh grooves (ACLAMID)

e lype Lype ype - ACLA guide shoe WSM,
b pe P lype e mounted with lubiicator AK 5 und
FSU plaln FSU convex FSF plaln FSF with grooves FSF convex and undamped guide shoe inser.

9P FSF conivex (ACLASYN GR)

Appropriate guide shoe inserts for ACLA guide shoe WSM article numbers for WSM guide shoe inserts
- damped -
insert material* for rail width N
ot type Smm | 6mm | 8mm | 9 mm |10 mm |12 mm |13 mm | 14 mm| 15 mm | 16 mm | 19 mm |20 mm
proteeted FSU plan__ | ACLATHAN 200 008 200 006 | 200 007
FSU convex ACLATHAN 200 012 200013 200 014 200 015
ACLATHAN 200 182 200 1689 200 168 | 200 235 | 200 166
H e wpe ACLAMID 200176
2 L FSFa FSF piain ACLASYN GR 200 230 200 005 200 260 200 321
‘;‘ ACLASYN MWG 10 sw. 200 292,04 200 284 0L | 200 294.04] 3. 298,04
E ACLATHAN KH 200018
- with grooves ACLAMID 200225 200 206 200 208
ACLASYN GR 200 228 | 200 251 200 204 200 226
FSF convex ACLATHAN 200 288 200016
ACLASYN GR 200 305 200 227
§ FSFG EEIEET 200 0 29308 200 295.05 200 296.05 |
with cellular layer
E ACLASYN MWG 10 sw
FSUGG 200 2 5
] G with ACLATHAN KH layer 200 305,06 (200 293,06 200 295,06 200 296.06

*Characteristics and description of ACI A materials, picase sc poge 1
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ACLA Angled Guide Shoe, type WSML
« installation height 187 mm

« guide shoe inserts for rail widths of 14 - 29 mm

« rail lubricators AK 2 and AK 10 are appropriate

"The of the ACLA guide shoe, type WSML J

« functional design
« low weight by use of light metal alloy base
« excellent stability and durability
« minimum space occupied
« can be used in a variable way in combination with
ACLA guide shoe Inserts for rail widths from 14 to 29 mm
« easy to maintain in combination with ACLA guide shoe
inserts and ACLA rail lubricators

-
-~
art. no 380 565
Appropriate guide shoe inserts for ACLA guide shoe WSIVML
- undamped -
hinged types
type. e
FSF plain FSF with grooves

Appropriate ACLA rail lubricators for guide shoe WSML

(for detalled information on ACLA ral lubricalors. please see pate 29)

Rail lubricator AK 2
art, no. 90 323

ACLA guide sroe WSV,
mounted with Iubricator AK 2

ond undamped guide shoe Insert,
ype FSF il grooves

(ACLASYH GR).

Rail lubricator AK 10
art. no. 90 021

ACLA guide shoe WSML,
mounted with lubricator AK 10
ond undamped guide shoe Inscrt,
ype FSF wilh grooves

)

i
&)
=

(ACLAMID).
article numbers for WSML guide shoe inserts
insert material* for rail width N
type 14mm | 46 mm | 19 mm | 24 mm | 29 mm
ACLATHAN KH 200198 | 200 171
§ rorpan | A0LMD 200 195 200 242
i ACLASYN GR 200 238 200 267 | 200 263
S ACLASYN MWG 10 sw
H ACLAMID
with grooves | ACLASYN GR 200229 | 200 266

*Characteristics and description of ACLA malerials, please se page 4.
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ACLA Angled Guide Shoe, type WSMXL
« installation height 365 mm

« guide shoe inserts for rail widths of 14 - 29 mm
« rail lubricators AK 2 and AK 10 are appropriate

"Appropriate ACLA rail lubri for guide shoe WSMXL

(for detailed information on ACLA rail lubricetors, please see page 29)

P . P Rall lubricator AK 10
The of the ACLA guide shoe, type WSMXL | \3° - art. no. 90 021

* special design for high load lifts - )b /o"’/@, Rail lubricator AK 2

 low weight by use of light metal alloy base » S art. no. 90 323

« excellent stability and durability

« minimum space occupied

« can be used in a variable vay in combination with ACLA
guide shoe Inserts for rail widths from 14 to 29 mm

+ designed for ACLA guide shoe inserts mounted in
tandem each 180 mm long,

« easy to maintain in combination with ACLA guide
shoe inserts and ACLA rail lubricators

ACLA guide shos WS,
mounted with lubricatar 4K 2

anl undarmipe guide shoe insert.
type FSF with grooves.

(ACLATHAN KH)

art. no. 380 800

article numbers for WSMXL guide shoe insert
WSMXL needs two guide shoe inserts each

Insert material* for rail width N
type 14mm | 16 mm | 19 mm | 24 mm | 29 mm
ACLATHAN KH 200198 | 200171
~ B ror g ACLAMID 200195 200242 ACLA guide shoe WSMAL
e ACLASYN GR 200 238 200267 | 200263 mounted with [ubricator AK 10

and undamped guide shoe insert,
ACLASYN MWG 10 sw type FSF with grooves.

5 s ACLAMID (ACHAMID).
with grooves | ACLASYN GR 200229 | 200 266

~Characteristcs and description of ACLA matefas, please sce page &

Appropriate guide shoe inserts for ACLA guide shoe WSMXL

- undamped -
hinged types
Lype type
FSF plain FSF with grooves
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Gliding Elements of ACLATHAN® KH black, type GG for counterweight

« installation height 70 mm
« for rail widths of 5, 8, 9 and 16 mm
« rail lubricators AK 5 and AK 60 are appropriate

Article sizes

Glding element, type GG

made of ACLATHAN KH black:

Polyurethane elastomer with

good damping ability and good

wear resistance,

article numbers for ACLA gliding elements, type GG

Ideal space saving deslgn for
narrow mounting slituations

The gliding elements type GG of
ACLATHAN KH black have been
especially developed for  low-
space and narrow areas of con-
struction. The gliding elements
are highly economical due to their
design and the applied material.
Gliding elements are available for
different rail widths up to 16 mm.

We supply a metal assembling kit
which fits to the ACLA lubricators
AK 60 and AK 5.

Depending on the area of appl-
cation, the ACLA gliding elements
can be mounted either from
above o from underneath on the
supplied assembling kit.

art.no. art-no. art.-no. art.no. art.no.

gliding element |  gliding element complete kit gliding element complete kit

type N Wwith adapter plate | with angled with with angled with
(without angled | fitting plate for lubricator AK 5 fitting plate for | lubricator AK 60

fitting plate) lubricator AK 5 lubricator AK 60

GG 5 55 200 353.04 200 353 200 353.01 200 353.03 200 353.02

GG 8 85 200 354.04 200 354 200 354.01 200 354,03 200 354.02

GG 9 95 200 374.04 200 374 200 374.01 200 374,03 200 374.04

GG 16 17 200 355.04 200 355 200 355,01 200 355,03 200 355.02
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AK 60 und AK 5

Gllding element
of ACLATHAN KH black
‘with lubricator AK 60

Gliding clement mounted
from underneath

Optlon:
Aday

Gliding element
of ACLATHAN KH black
with lubricator AK 5
Gliding clement mounted
from underneath

Option:
Adapter plate

Gllding element

of ACLATHAN KH black
with lubricator AK 60
Glding elerment mounted
from above

Gliding element
of ACLATHAN KH black ~
with lubricator AK 5 ]
Gliding element mounted
from above
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Guide Shoe Inserts “Special Profiles” of ACLATHAN® /ACLATHAN® KH

« for installation height from 45 mm up to 260 mm as U-profile and hinged types available Proflle 4 (U-profile)
* complementary program for a wide range of guide shoes in use in elevator industry '
« for rail widths from 5 mm to 18 mm 2
N
b o ot [ artno. | n | b gy P | | |
Profile 1 (hinged type/U-profile; g
{hinged type/Uiprofle) 5mm 200114 | 146 | 29 | 5.7 [ 26 | 16 [ 20 | 31 | 84 | 91
9 mm 200119| 146 | 20 [ 9.1 | 26 | 16 [ 20 | 31 | 84 | 91
. ) 10 mm 200120| 146 | 20 [10.1| 26 | 16 | 20 | 31 | 84 |91
or nominal
nal 1 Cloe I e |t 16 mm 200139 146 | 29 [16.1| 26 | 16 [ 20 | 31 | 84 | 91
rail vidth N oo b Mo| M| e Sk 10 mm 200110] 176 | 29 [10.2 ] 26 | 16 | 20 | 46 | B84 | 9,1
16 mm 200122] 176 | 29 [16.1| 26 | 16 [ 20 | 46 | 84 | 91
o | 200135) 1002651 a5 S0 e 2 gg - - T4 mm 200174] 216 | 29 [141| 26 |16 [ 20 | 43 [ 130 [ o1
ey e T e e a e 16 mm 200112| 216 | 29 16126 | 16 | 20 | 43 | 130 | 91
i) 5|8, J 16 mm 200 136] 260 | 29 [ 164 [ 35 | 21 [ 30 | 45 [ 170 [ 9.1

gmm *) 200233 100 [26,5| 9,3 | 30 | 16 | 26 25 60 10
10mm *) 200210| 100 | 26,5|10,4 | 30 | 16 | 25 25 60 10
14 mm *) 200236 100 (26,5 (14,3 | 30 | 16 | 25 25 60 10
16 mm_*) 200209 | 100 | 26,5|16,3 | 30 | 16 | 25 25 60 10

6

6 mm 200133 | 110 | 29 26 | 16 | 20 13 84 9
8 mm 200132| 110 | 29 | 83 | 26 | 16 | 20 13 84 9
10 mm 200193| 110 | 29 | 104 | 26 | 16 | 20 13 84 9
12 mm 200134 110 | 29 |123 | 26 | 16 | 20 13 84 9 Profile 5 (U-profile)
10 mm 200144 150 | 23 | 106 | 35 | 18 | 29 25 | 100 | 10
13 mm 200135| 150 | 23 | 136 | 35 | 18 | 29 25 | 100 | 10
16 mm 200191| 150 | 30 [16,6 | 35 | 18 | 29 25 | 100 | 10 for nominal
+) = hinged executions; all other profiles = U-profile rail width “n» | &t no- | Ly b [N/Ng| hy [ hy |t L, L, L, d

16 mm 200107 | 200 | 30 | 16,6 | 45 [ 26 | 39 25 75 | 180 | 10
18 mm 200156| 200 | 30 | 186 | 45 | 26 | 39 25 75 | 150 | 10

Profile 2 (hinged type/U-profile)

for nominal
BN artno. | L | b [N/Ng| hy | h, |t ] L

5mm *) 200213 | 100 | 26,5 | 56 | 30 | 16 | 25 | 25 60 10
6mm *) 200148 100 | 23 | 66 | 35 | 18 | 29 15 70 10
10 mm ) 200128| 100 | 23 | 106 | 35 | 18 | 30 | 15 | 70 10
14 mm 200391| 150 | 23 |146 | 35 | 18 | 30 | 256 | 100 | 10
16 mm *) 200141| 150 | 30 |166 | 45 | 25 | 39 | 25 | 100 | 10

\ Profile 6 (guide shoe insert, round)

. for nominal
cail vidth N artno. | L | @ N |t
5 mm 200252 | 45 | 38 5 26
9 mm 200183 | 45 38 9 26
=) = hinged executions; all other profiles = U-profile 16 mm 200186 | 45 | 38 | 16 | 26

Profile 3 (U-profile) J
Profile 7 (guide shoe insert, round)
for nominal .
L. N/N h. h, t “w
railwigth oy | @00 [ b B INNg )Ry, Lot | PR
9 mm 200118] 200 | 23 [ 9,6 | 85 | 18 |29 | 15 [ 70 | 10 A IO O B BT B O S N IR Y8 O

©30mm |200348 | 95 15 | 120 | 10
¢ 45mm |200349| 105 | 15 | 120 | 11
@50mm |200350| 105 | 15 | 120 | 11
@55mm |200351| 105 | 15 | 120 | 11
@ 60mm |200352| 105 | 15 | 120 | 11

ENENFNFNES
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Guide Shoe Inserts “Special Profiles”, Sliding Inserts
and Rail Guides of ACLATHAN®, ACLASYN® MWG 10 sw,
ACLASYN®GR and ACLAMID®
Guide shoe insert (hinged type/U-profile)
Article list
nominal
vailwidth | N art.
“N [mm] | ro.
8mm | 85 |200278
omm | 95 | 200279
10mm | 10,5 | 200 280
material: 12mm | 1255 | 200 281
ACLATHAN 14mm | 145 | 200 282
16mm | 16,5 | 200 283
Guide shoe insert (U-profile)
material:
ACLATHAN black materlal:
Articlo list ACLASYN MWG 10 sw
nominal
rail width | N art. e
e | omy | o, Article list
&mm 6 | 200273 h t art.
10mm | 10 | 200274 {mm] | (mm] no.
B6mm | 16 | 200275 61 | 56 | 400316
21mm | 21 | 200276 38 | 33 | 400317
Guide shoe insert (U-profile)
Article list
nominal
railwidth | N | art
“N* | mmi| ono. | L[ L b |n |t |d
5mm | 55 |200106 |605|30 |19 |22 [12] 16 |65
7mm | 7.5 |200231 |60,530 | 19 | 22 (12| 16 |65
11mm | 11,2 | 400314 |127 28 [286| |226
materlal: 16mm | 16,2 | 400313 |127 28 (286 |286
ACLATHAN gmm | 92 |200303[140(70 |29 |30 |3 | 24 | 3
16mm | 16,5 | 200304 [140|70 |29 |30 |3 | 24 | 3

Create PDF files without this message by purchasing novaPDF printer (http://www.novapdf.com)

o)
AR |
=/

Gulde shoe Insert (angled profile)

Gulde shoe Insert (angled profile)

materlal:
ACLATHAN

art, no. 200 310

[

materlal:
ACLATHAN

art. no. 200 113

Sliding insert

Sliding insert

Sliding insert

Sliding insert

120

material: ACLATHAN
art. no. 200 277

material: ACLASYN MWG 10 sw
art. no. 200 311

material: ACLASYN GR
art. no. 200 312

material: ACLATHAN
art. no. 200 313 (L= 19 mm)
art. 10,200 315 (L = 30 mm)

Sliding insert

145

materlal: ACLASYN GR
art. no. 200 314

Rail guides

The ACLA rall guide's application is as a gliding element. By means of the slope the distance to the rail can be
adjusted. According to different requirements of application the rall guide Is available in 3 different materials.

ACLAYSN GR
art. no. 90 321

ACLAMID
art. no. 90 313

A
art. no, 193 543

@
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